
ACCESS PANELS 

Designed to meet the architectural needs of today



Established in 1978 ACE Ceiling Products are 
recognised as one of the United Kingdom’s leading exponents
of specialised metal products supplied to the ceiling industry.

The Company now undertakes a wide variety of 
projects both in the United Kingdom and abroad. Our success

has been built around the complete range of services 
we offer from design development of the custom-made to the

complete system. We have capitalised upon our successes and
supply quality products of the highest specification to a wide

variety of industries.

Whether bespoke or standard 
projects are required, ACE can offer unsurpassed expertise

and experience in fulfiling your requirements.

ACCESS PANELS 
FOR USE IN CEILINGS AND WALLS



In modern buildings the
provision for access to a void
in the ceiling, wall or shaft wall
for the purpose of inspection or
maintenance is of paramount
importance.

Access to these areas
combined with the aesthetics 
of a design or particular
materials in some cases has
long been a problem. Our
extensive range of standard
and bespoke products overcome
many of these problems.

ACE have developed 
a comprehensive range of
standard “off-the-shelf” access
panels, which are manufactured
from zinc coated mild steel 
and jig fabricated to provide
a rigid unit that gives repeated
ease of access.

All panels come as
standard with a pre-painted
white polyester powder-coated
finish. They can if required be
specified in a white powder-
coated undercoat that can be
overpainted on site to match
and give an unobtrusive finish
to a surrounding ceiling.

Our access panels come
with a standard budget locking
system. Other locking methods
are available - see page 6

Each panel is fitted with a
continuous hinge at the rear,
enabling doors to be lowered
safely. Whilst in their open
position all doors can be
removed to give 100% access.

CIRCULAR ACCESS PANELS
CAN BE MADE TO ANY SIZE OR TO FIT ANY
SPECIFIED MATERIALS (see page 9)

clamping brackets
(equispaced)

safety chain
(optional)

Door can be removed easily  by a
simple push & twist movement.
A hinged drop-down version is also
available

ACCESS PANELS DESIGNED 
FOR USE IN WALL TYPE
APPLICATIONS (see page 10)

manufactured
from mild steel
and stove
enamelled

recess takes 
up to 2 layers of 
plasterboard or 
other specified 
materials

3 lugs equi-spaced

door can be 
flush finished or
recessed for 
plasterboard

no visible flanges

concealed hinges

doors can be flush 
or made to take a
variety of materials,
i.e. tiles, marble or
plasterboard

a variety of locks is
available to suit the
application

door can be left or
right handed

ACE manufacture a 
full range of products to suit any 

access panel requirements

ACCESS PANELS FOR PLASTER BOARD, 
AND DRY LINING CEILING SYSTEMS

ACCESS PANELS FOR
CONCEALED AND EXPOSED GRID CEILINGS

SQUARE EDGE TILE PAGE 7-8
TEGULAR EDGE TILE PAGE 7-8
CONCEALED GRID PAGE 7-8

PAGE 9

PAGE 10

PAGE 11-12

PAGE 13

CIRCULAR ACCESS PANELS 
FOR PLASTERBOARD CEILINGS

VERTICALLY MOUNTED WALL
ACCESS PANELS

NON STANDARD CEILING
AND WALL ACCESS PANELS

TOTALLY ACCESSIBLE, 
CORRIDOR TYPE SYSTEMS

FD/BE FLUSH DOOR 
WITH A BEADED EDGE PAGE 5-6

BED/BEF BEADED EDGE DOOR 
WITH A BEADED EDGE FRAME PAGE 5-6

FD/FF FLUSH DOOR 
WITH A FLUSH FLANGE PAGE 5-6

FD/SE FLUSH DOOR 
WITH A SHADOWLINE EDGE PAGE 5-6

FD/FFF FLUSH DOOR WITH A FLUSH FLANGE 
AND FIREPROOF INSULATION PAGE 5-6

FD/RF FLUSH DOOR 
WITH A RECESSED FLANGE PAGE 5-6

LOCKS BUDGET AND OPTIONAL TYPES PAGE 6
SEALS DUST/DRAUGHT PAGE 6



300 x 300 1 ✓ ✓ ✓ ✓ ✓ ✓

600 x 300 1 ✓ ✓ ✓ ✓ ✓ ✓

450 x 450 1 ✓ ✓ ✓ ✓ ✓ ✓

600 x 600 1 ✓ ✓ ✓ ✓ ✓ ✓

600 x 600 1 – – – – ✓ ✓

900 x 600 1 ✓ ✓ ✓ ✓ ✓ ✓

900 x 900 1 ✓ ✓ ✓ ✓ – –
1000 x 1000 1 ✓ ✓ ✓ ✓ – –
1200 x 300 1 ✓ ✓ ✓ ✓ – –
1200 x 600 1 or 2 ✓ ✓ ✓ ✓ – –
1200 x 900 1 or 2 ✓ ✓ ✓ ✓ – –
1500 x 1200 2 ✓ ✓ ✓ ✓ – –
1500 x 1500 2 ✓ ✓ ✓ ✓ – –

SIZE OF
PANEL (mm)

No. OF
DOORS

FRAME STANDARD RANGE
1 2 3 4 5 6

FD/FF FD/RF FD/BE FD/SE FD/FFF BED/BEF

Incorporating access into a plasterboard ceiling has
traditionally been achieved by the ceiling contractors fabricating
an on site solution.

ACE have developed an extensive range of standard 
“Off-the-Shelf” access panels. Various door and edge bead
finishes are available depending upon the client's aesthetic
requirements.

Non-standard, or specially designed panels, can be manufactured
within a procurement period.

For further information regarding bespoke requirements 
please contact our Technical Department.

ACE 
ACCESS PANELS FOR PLASTER BOARD

& DRY LINING SYSTEMS

4

NOTE:Most of the above products are in stock or readily available.
We recommend the use of polyester powder-coated flush door when the door size 
exceeds 600 x 600 mm

M/F 7

M/F 6A

"Y" DIM

"Y" + 10mm

OUTSIDE 
FRAME

APERTURE SIZE

80mm

APPLICATION SHOWING A FLUSH FLANGE DOOR 
WITH A FLUSH FRAME FITTED TO A MF CEILING SYSTEM

APPLICATION SHOWING A BEADED EDGE DOOR 
WITH A BEADED EDGE FRAME IN A TIMBER SYSTEM

SECTION A-A

SECTION A-A

SECTION B-B

SECTION B-B

"X" DIM

"X" + 10mm

OUTSIDE 
FRAME

APERTURE SIZE

"Y" DIM

"Y" + 10mm

OUTSIDE 
FRAME

APERTURE SIZE

80mm

M/F 7

M/F 6A

"X" DIM

"X" + 10mm

OUTSIDE 
FRAME

APERTURE SIZE

*This Panel is Fire Rated and holds 1/2 hour Fire Certificate BS476 Part 23

*

A
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ACE 
ACCESS PANELS FOR CONCEALED

AND EXPOSED GRID CEILINGS
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A SQUARE EDGE
TILE FITTED TO AN
EXPOSED GRID
FRAMEWORK

A TEGULAR EDGE
TILE FITTED TO AN
EXPOSED GRID
FRAMEWORK

A CONCEALED GRID
TILE FITTED TO 
A CONCEALED GRID
FRAMEWORK

SECTION B-B

SECTION B-B

SECTION B-B

300 x 300 1 – – ✓

600 x 300 1 – – ✓

600 x 600 1 ✓ ✓ ✓

600 x 600 1 – – ✓

1200 x 300 1 – – ✓

1200 x 600 1 or 2 ✓ ✓ ✓

900 x 600 1 ✓ ✓ ✓

900 x 900 1 – – ✓

1200 x 900 1 or 2 – – ✓

1200 x 1200 2 ✓ ✓ ✓

1500 x 1200 2 or 3 – – ✓

1800 x 1200 3 ✓ ✓ ✓

SIZE OF
PANEL (mm)

No. OF
DOORS

FRAME STANDARD RANGE
1 FOR USE WITH

SQUARE EDGE 
TILES

2 FOR USE WITH
TEGULAR EDGE 
TILES

3 FOR USE WITH
CONCEALED
GRID SYSTEM

*This Panel is Fire Rated and holds a 1 hour Fire Certificate BS476 Part 23

*

A LARGE
VARIETY OF
DOOR SIZES
AND OPENING
SYSTEMS TO
CHOOSE 
FROM

Y

X

X

XX

Y Y

SUPPORT ANGLE

SUPPORT BRACKET (optional extra)

SUPPORT ANGLE

SUPPORT BRACKET (optional extra)

SUPPORT ANGLE

SUPPORT BRACKET (comes as standard)

ACE have developed a range of access panels
compatible within concealed and exposed grid ceilings.

While access to an exposed grid ceiling can
be achieved by lifting and removing a tile,
multiple tiles may need to be removed to
gain larger access for maintaining
equipment such as Fan Coil Units,
Air Ducting Services etc.

In the event of replacement
of Fan Coil Unit Filters any
obstructing grid had to be
cut out and replaced after
maintenance.

ACE have developed a range 
of access panels to cater for such events
allowing access to large areas whilst
incorporating the exposed gridwork within
the doors to simulate the surrounding
ceiling. All doors may be removed giving
100% access to the ceiling void.

An important part of of ACE’s
design is that all tiles incorporated within the door
and surrounding frame are encased in the framework
to prevent tiles rubbing against each other thus
alleviating damage.

B

B
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